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UNLESS OTHERWISE SPECIFIED

ALL NOTES ARE APPLICABLE

13.

REVISIONS

[
[zoNE[LTR]

DESCRIPTION

[ DATE [APPROVED

ALL OUTER LAYERS USING A 12MIL TRACE WIDTH SHALL BE 50 OHMS SINGLE ENDED +/- 10% ‘ 1

14, ALL INNER LAYERS USING A 12MIL TRACE WIDTH SHALL BE 50 OHMS SINGLE ENDED +/- 10%
1 APPLICATION DESIGN, MANUFACTURING AND INSPECTION DOCUMENTS. 15. ALL OUTER LAYERS USING A 6MIL TRACE WIDTH AND 6MIL SPACING SHALL BE 100 OHMS DIFFERENTIAL +/- 10%
é;%ﬁ%s1@0%»7?255%%&[25[GN STANDARD FOR RIGLD PRINTED CIRCUIT BOARDS AND RIGID 16. ALL INNER LAYERS USING A 6MIL TRACE WIDTH AND GMIL SPACING SHALL BE 100 OHMS DIFFERENTIAL +/- 10%
I[PC-6012B / QUALIFICATION AND PERFORMANCE SPECIFICATION FOR RIGID 17. MINIMUM COPPER CONDUCTOR WIDTH I5: 5MIL
PRINTED BOARD. MINIMUM COPPER CONDUCTOR SPACING 15: 4 5MIL
[PC-A-600G / ACCEPTABILITY OF PRINTED BOARDS. 18. ALL INNER LAYER UNCONNECTED PADS SHALL BE REMOVED
2. HOLE SIZE APPLY AFTER PLATING. TOLERANCE T0 BE ..003/-.010. 13, PWB MUST ST ROHS COMPLIANT AND SURVIVE LEAD FREE ASSEMBLY.
3. REGISTRATLON TOLERANCE: ARTWORK MAX REFLOW OF 260 DEGREES C (6 PASSES).
ALL HOLE CENTERS +/- 005 FROM D[MENS]ON DATUM 20. ALL THROUGH VIAS TO BE PLUGGED WITH NON-CONDUCTIVE EPOXY MATERIAL
4 MINIMUM COPPER WALL THICKNESS SHALL BE .00 PLUGGED VIAS TO BE PLATED AFTER PLUGGING TO PRESENT FLAT SURFACE TO DEVICE.
FORTILY FOATED YhRbuctl OLES® RREhkobF nOP'aLlGhEn NO POTHOLES
5 PROCESS AND MATERIAL MUST CONFORM TO UL 796. MATERIAL MUST MEET
OR EXCEED UL FLAMMABILITY RATING 94V-0.
MATERIAL. MULTI-LAYER [SEE DETAIL 'A’) STACK-UP
SEE LAYER STACKUP FOR ALL PRE-PREG & CORE THICKNESSES, COPPER OZ L
AND MATERIAL.  FINISHED BOARD THICKNESS: .082 +/- 10%
] MAN\JFACTURE 5 UL MARKING, FLAMMABILITY RATING, LDGO AND DATE CODE ‘ Top side solder maskesilkscreen ‘
BE PLACED IN SILKSCREEN ON BOTTOM SIDE OF THE BOARD
7. SMOBC/IMMERSION GOLD: 3 - & uIN OVER 100-200 uIN NICKEL PLATING LAYER 1 \ 1 OZ.COPPER PLATED UP T0 2 02 \
8. SOLDERNASK BOTH SIDES USING TALIO (OF EOULVALENT) ROGERS 704350 00065 |
OR - RED (0.00L TO 002" THICK OVER METAL
9. SILKSCREEN BOTH SIDES USING WHITE NP1 LEADFREE. LAYER 2 | ! 0.COPPER J
T T8N0 T ALLONED i €XpoSED ALATED AneA. \ W 40005 000k |
10. P.C. BOARD TO BE FREE OF DIRT, OIL, FINGER PRINTS, ETC LAYER 3 ] 1 0Z COPPER ]
A R AT O SR DAL Tio O’ i Bodno [N PEF I WP 40006 TOTAL THiCKNESS 6 0625 /- 0.008°
12. BOARD MUST BE 100% ELECTRICALLY TESTED TO ENSURE NO SHORTS OR OPEN CIRCUITS AT 20V
LAYER 4 1 07.COPPER |
5.229 A ‘ NP 4000-6 0.0046 ‘
B — - LAYER 5 1 07.COPPER
‘ ROGERS R04350 0.0066 ‘
LAYER 6 ‘ 1 0Z.COPPER PLATED UP TO 2 0Z ‘
|
4.225
DRILL CHART:. TOP to BOTTOM
ALL UNITS ARE IN MILS
1.545 FIGURE SIZE PLATED oTY
8.0 PLATED | 46
2.0 PLATED | 2458
@ 4.259 12.0 PLATED 17
. 36.0 PLATED 2
- 37.0 PLATED 22
- 38.0 PLATED | 3
. 56.0 PLATED | 4
° 63.0 PLATED 23
@ 116.0 PLATED 2
@ 125.0 PLATED 4
- 46.0 NON-PLATED] 2
. 510 NON-PLATED] 2
- 59 84 NON-PLATED ©
YNLESS OTHERNISE SPECIFIED [ CONTRACT Ho.
TOLERANCES ARE TEXAS INSTRUMENTS INC
FRACTIONS DECIMALS ~ ANGLES
- Xx /- 01 " [KPPROVALS DATE
XXX +/- 005 DRAWN L weuren [oi-16-12 FABRICATION DRAWING
MATERTAL ENG . cannes Joi-te1s
SeE note s ADC16DX370/LMIT7937 EVM
FINISH SIZE [CODE IDENT NO.DRAWING NO REV.
SEE NOTE 7, 8, 9
A
DO NOT SCALE DRAWING SCALE NONE | [SHEET 1 OF 1
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