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10P VIEW WHITE DOT APPLICATION NOTES
/ INDICATES PIN #1 A <DESIGNED TO OPERATE UP TO 600KHz
0.025 «INPUT VOLTAGE RANGE: 4—6V
- [e o | 060 «QUTPUT: +12V/-12V @ 1.50 WATTS
o S HiN] «500VDC ISOLATION
B = O
0.275 T =0 | ! «UL CLASS B
T o 9 Z mo—L
: - = - C COMPONENT FEATURES
. < «CORE MATERIAL: FERRITE
«BOBBIN: PHENOLIC PM9630
0.072 < TERMINATIONS: RoHs Sn/Ag,/Cu
1.85 over Phosphor Bronze
WEIGHT: 0.74g
SIDE_VIEW «AMBIENT TEMPERATURE: —40°C TO 85C
«STORAGE TEMPERATURE: —40'C TO 85°C
*RESISTANCE TO SOLDER HEAT: 10s AT 260°C
0 «MOISTURE SENSITIVITY LEVEL: 1
0.295 *PACKAGING: 750 PIECES PER 13" REEL,
WMAX PLASTIC TAPE: 24mm WIDE, 0.5mm THICK,
: = w_* 12mm POCKET SPACING, 5.8mm POCKET DEPTH
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©[0.004 /0.10
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6.60 FLECTRICAL TEST PARAMETERS:
F INDUCTANCE @ 600KHz/0.1VAC /25°C
O325MAX
8,95 L(1-3)=22.0uH +5%

RANGE: (20.9uH-23.1uH)

LEAKAGE INDUCTANCE @ 600KHz/0.1VAC/25°C
RECOMMENDED LAND PATTERN SCHEMATIC SHORT PINS: 456
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e 0 Le(1-3)=200nH MAX
0.043" .
e 11— DC RESISTANCE OHMS () +15% @ 25C
; 5 RDC(1-3)=0.265Q
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L (6-5)=2.10 @
0—-3;*13 ‘ ﬂ 3 (5-4)=2.10 @
' 4 HIPOT
B I K APPLY: 500VDC FOR 2 SECS
0_ J BTWN 1 TO 4
0.072__| | " TURNS RATIO
1.85 (PRIM: SEC: SEC)=1.0: 3.2: 3.2
RoHS COMPLIANT: YESX NOOI
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