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TOTAL BOARD THICKNESS SHALL BE 062 +/- 108 INCHES
ALL MATERIAL SHALL BE NEMA GRADE FR.4 OR GOUIVALENT, (Tgs:170 DEG. )
FLANMAGILLTY, 941-0.

REFER T0 STACKUP ORAWING FOR COPPER VEIGHT

AVERAGE COPPER ON TH WALL OF THE
BLATED HOLE SHALL BE PER 19C CLASS 2

UM CLEARANCE ON THE JOARD SHALL BE 3.0 MILS
MININM THACE WIDTH ON THE BOARD SHALL BE 3.0 MILS

SOLDERNASK ON BOTH SIDES OF THE BOARD SHALL BE 5.M.0.8.C.. LPI, COLOR GREEN
PLATED THRU HOLE SIZE TOLERANCES SHALL BE +/- 003 TNCH.
NPLATED THRU HOLE SIZE TOLERANCES SHALL BE +/- .02 INCH

DRG"S WUST BE AUN ON THE GERBERS BEFORE BUILDING BOARDS UNLESS PRIOR
APPROVAL 15 GIVEN IN WRITING,

FINISHED BOARD SWALL BE FREE OF BURRS ON EOGES.
ENVIRONMENTAL COMPLIANCE:

LEAD (PB)-TREE, RONS, AND REACH COMPLIANT WITHOUT EXCMPTIONS.
INPEDANCE cONTHOL.

REFER TO STACKUP DIAVING FOR INPEOANCE CONTROL

BACKDRILLING TO BE DONE FRON L8 TO L4
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